
Sedens 410
Pressure Relieving Seat Cushion

Providing 24 Hour Pressure Area Care for Patient
• Alternating cushion works with Inspire dynamic mattress system pumps.

• Hybrid design with alternating therapy to relieve pressure from patient’s buttock whilst reducing the risk of bottoming-out.

Effective seating solution to provide great 
pressure relief to patient when sitting in 
chair.

Crib 7 fire retardant, high moisture vapour 
transmission stretch cover with welded 
seams to wick moisture away from the 

surface while preventing any fluid ingress.

6 Air-cell-like one-piece pad with foam 
encased in to reduce risk of bottoming out. Non-slip base prevents the cushion from 

sliding out of position, giving peace of mind 
to the user.

Specifications

 Cushion Cushion Dimension 44 x 41 x 9 cm

 Cell Height 3”

 Weight 1.11 kg

 Cover Material Stretch PU Polyester

 Cell Material Nylon PU

 Base material Non-slip PU Polyester

 Fire Retardant Rating EN 597-1 & EN 597-2

 Maximum Patient Weight No weight limit, yet the cushion must be properly sized to the individual

Specifications are subject to change for improvement without notice

Inspire Community Trust 
Unit 21, Optima Park,
Thames Road, Crayford,
Kent, DA1 4QX

T: 01322 520560
enquiry@inspiremedicare.org
www.inspirecommunitytrust.org

All rights reserved Specifications may change without notice.

Inspire Community Trust are a distributor of Apex Medical products.

Alternating Support Cells

Mattress Specification

Mattress Dimensions
: 200 x 107 x 25.4 cm or 

200 x 122 x 25.4 cm

Mattress Weight : 11.6 KG

CPR : Robust CPR Valves

Cell Structure : Cell-in-Cell QubiCell™

Designated Heel Zone
: Allows for complete 
offloading/floating of heels

Max Firm : To assist with patient care

Seat Inflation Mode
: Helps support the patient in 
the upright position

Cable Management
: To allow for safe storage of 
the power cable

Modular Cell Construction : For ease of maintenance

Anchoring Straps 
: For safe attachment to bed 
frame

Static Head Zone

Static Mode

Non-Slip Base

Cover Specification

Flame Resistant Crib 7

360 Degree Zip

White Underside of Cover

Four Way Stretch

Vapour Permeable

Water Resistant

Machine Washable

 Antimicrobial

Pump Specification

Maximum Patient Weight : 450 KG

Minimum Patient Weight : 40 KG

Pump Size : 29.1 x 20 x 11.7 cm

Pump Weight : 2.2 KG

Cycle Time : 10, 15, 20 and 25 Minutes

Weight Setting
: Manual patient weight 

adjustment 40 KG - 450 KG

Voltage
:  AC220-240V, 50Hz; AC  
120V/60Hz

ABS Cover
:  ABS Flame Retardant Pump 
Cover

Transport Mode

Hanging Brackets

Audible and Visual System Fault Alarms

Antimicrobial  Air Filter

Extra Long Power Cable

Mute Button

Easy to Identify Power Light

Pump Lockout

Fault Indicator

Pressure Ulcer Classification Guide

Alternating Support Surface

www.apexmedicalcorp.co.uk
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